STATE OF 1IDAMD
” DIVISION OF
4J)y ENVIRONMENTAL QUALITY

1315 North Grehard + Boise, idaho 83706-2239 + (208} 373-0850 T T TT pik empthorne, Governor
C. Stephen Allred, Admnisirator

June 27, 2000
c FIED MA] 8

Mr. Jim Jaderhoim
Safety/industrial Engineer
Woodgrain Miliwork, Inc.
300 N.W. 16th St

P.O. Box 850

Fruitiand, [0 83619

RE: T2-000052, Woodgrain Millwork, inc., Nampa
(Amended Tier if Operating Permit No. #027-00060, Baghouse Pressure Drop Specifications}

Dear Mr. Jaderholrm

On Aprit 3, 2000, DEQ received an application for a Tier iI Operating Permit {OF) amendment from Woodgrain
Millwork, ©On May 18, 2000, the application was declared compiete,

Based on review of your application, state and federal rules and reguiations, and comments received, DEQ finds
this project meets the provisions of IDAPA 16.01.01.400 {Rules for the Control of Air Pollution in Idaho). Therefore,
enclosed is the final Tier {| OP {(#027-00060) for the emissions that exist at your facility, which supercedes the PTC
issued January 29, 1899

You, as weli as any cther entity, may have the right to appeal this final agency action pursuant o the ldaho
Department of Heaith and Weifare Rules, Title 5, Chapter 3, "Ruies Governing Contested Case Proceedings and
Declaratory Ruiings,” by filing a petition with the Hearings Coordinator, Depariment of Heaith and Welfare,
Administrative Procedures Section, 450 West State Street - 10tk Floor, Boise, Idaho 83720-5450, within thirty-five
(35) days of the date of this decision.

if you have any questions regarding the terms or conditions of the enclosed permit, piease contact june Ramsdel,
st (208) 373-0550. _

Sincerely,

Y
1S Lt
Stephen E. West

Regional Administrator
Boise Regionai Office

SEW ZOK:nsrom GUJUNENT2000052 PL
Enciosture
cc: DEQ State Office

Boise Regional Office
EPA Region 10
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PERMIT NUMBER _
0i2i7i-10loio|si0
STATE OF IDAHO AQCR CLASS sic
AIR POLLUTION olsla alo 2lalalt
OPERATING PERMIT
ZONE UTM COORDINATE {km)}
GENERAL INFORMATION 111 513121, g, 418{217 .:8]
1. PERMITTEE
Woodgrain Millwork, Incormorated
2. PROJECT
Tier H Operating Pemmil
3. MAILING ADDRESS TELEPHONE # COUNTY
1201 West Karcher Road (208) 467-5221 ext..104 | Canvon
4, CITY STATE ZiP CODE
Nampa idaho 83662
5. PERSON TO CONTACT TITLE
Greg Y¥ood Plant Manager
6. EXACT PLANT LOCATION

Portion of NE 1/4 of NE 1/4 Section 17 _T-3-N. R-2-W Boise Meridian

7. GENERAL NATURE OF BUSINESS & KINDS OF PRODUCTS
Dogr Manyufactyring

8. PERMIT AUTHORITY

This permit is issued according to the Rules for the Control of Alr Pollution in ldaho, Section
16.01.01,400 and pertains only to emissions of air contaminants which are regulated by the State of Idaho
and to the sources specifically allowed 1o be operated by this permit.

THIS PERMIT HAS BEEN GRANTED ON THE BASIS OF DESIGN INFORMATION PRESENTED IN
THE APPLICATION AND DIVISION OF ENVIRONMENTAL QUALITY'S (DEQ) TECHNICAL ANALYSIS
OF THE SUPPLIED INFORMATION, CHANGES IN DESIGN OR EQUIPMENT, THAT RESULT IN ANY
CHANGE IN THE NATURE OR AMOUNT OF EMISSIONS, MAY BE A MODIFICATION.
MODIFICATIONS ARE SUBJECT TO DEQ REVIEW IN ACCORDANCE WITH SECTION 186.01.01.200
OF THE RULES FOR THE CONTROL OF AIR POLLUTION IN DAHO,

/%é < ? / 1/%/ ISSUED DATE _June 27, 2000

* ADMENISTRATOR, BOISE REGIONAL OFFICE EXPIRATION DATE June 27, 2005
DIVISION OF ENYIRONMENTAL QUALITY
AR SR ARk B

ZRhs  GIJUNENT2000052.PMT
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AlR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, Incorporated giziTi-i0i0j01810
Q8 No. 027-00060
Nampa, idaho

The Permittae is hereby aliowed to operate the equipment described herein subject {0 the emission
limits and monioring and reporting requirements specified in this permit.

SOURCE

System 7 {Cyclone #1)

EMISSIONS LIMITS

1.1

Svygtem 7 ione Fmissions Limits

Particuiate matter  with an aerodynamic diameter of ten (10} microns or less (PM-10}, from System 7
Cyclone shall not exceed any corresponding emission rate fimit; listed in Appendix A of this permit. :

tern 7 igsion ity Limi

Visible emissions from System 7 Cyclone shall not exhibit greazer than twenty percent (20%) opacity for a
pericd or pericds aggmgatmg more than three (3) minutes in any sixty {60) minute period as required by

IDARA 16.01.01.625 (Rules for the Cantrot of Air Pollution in idaha).

OPERATING REQUIREMENTS

2.1

2.2

2.3

Cyglone Operation

System 7 Cyclone shall be operating at ali times when any particulate emission unit served by System 7
Cycione is in operation,

Controi Reguirement

System 7 Cyclone shail have a body diameter of 8 feet, and be equipped with a fifty horsepower (5¢ HP)
blower and a sixly inch (80 in.) fan, or be a cyclone guaranteed by the manufacturer to have a control
efficiency greater than or equal to 87.48%, as used in the technical analysis of this permit.

Static Presgure
The totat static pressure across Systemn 7 Cyclone blower shall not be less than ten {10) inches of water,

if System 7 Cyclone is replaced, the total static pressure shall be maintained in accordance with the
manufacturers specifications.

MONITORING ANO RECORDKEEPING REQUIREMENTS

3.1

32

The total static pressure across the System 7 Cyclone blower shall be monitored once per calendar quarter.
if the tolal static pressure remains constant for four {4) consecutive calendar quarters, the Permittee shall
monitor the total static pressure across the System 7 Cyclone blower once per calendar year. Ali data shall
be keptt on-site in 2 log for a period of two {2} years and made available fo DEQ representatives upon
request,

A visibie emission evaluation shall be performed on the exhaust cutlet of System 7 Cyclone once per
catender quarter. Opacity shall be determined as per IDAPA 16.01,01.625 (Rules for the Control of Air
Poliution in Idaho). All data shall be kept on-site in a iog for a period of two {2) years and made available
to DEQ representatives upon request,

ISSUED: June 27, 2000
EXPiRES June 27, 2005

ZKfme  GIJUNENTZ000052 PMT
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AR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, Incorporated Qiz2i71-1010101810
0P No, 027-00060
Nampa, idahe

The Permittee is hereby allowed 1o operate the equipment described herein subject to the emission
lirits and monitoring and reporting reguirements specified in this permit.

SOURCE

System 4 (Cyclone #2)

1.

1.1

1.2

21

2.2

2.3

EMISSIONS LIMITS

tem 4 lone Emissions Limi

Emissions PM-10 from System 4 Cyclone shall not exceed any corresponding emission rate limit, listed in
Appendix A of this permit.
tem 4 lon issions ity Lirmsi

Visible emissions from System 4 Cyclone shail not exhibit greater than twenly percent (20%) opacily for a
period or periods aggregating more than three (3) minwtes in any sixty (80) minute period, as required by

DAPA 16.01.01.8625 {Rules for the Control of Air Pollution in idahio).

OPERATING REQUIREMENTS

Cyclone Qoeration

System 4 Cyclone shall be operating at all times when any particulate emission unit served by System 4
Cycione is in operation.

Control Requirement
System 4 Cyclone shall have 2 hody diameter of 6.8 feet, and be equipped with a sixdy horsepower {60 HP)

biower and a fifty-five inch (55 in.} fan, or be a cyclone guaranteed by the manufacturer to have a control
efficiency greater than or equal {o 96.66%, as used in the technical analysis of this permit,

Static Pressure
The total stalic pressure across System 4 Cyclone biower shall not be less than seventeen {17} inches of

water. {f System 4 Cycione is replaced, the total static pressure shall be maintained in accordance with the
manufacturer's specifications.

MONITORING AND RECORDKEEPING REQUIREMENTS

31

32

The total static pressure across the System 4 Cyclone blower shall be monitored once per calender quarter.
If the total stalic pressure remains constant for four {4) consecutive calendar guarters, the Permittee shall
monitor the total stalic pressure across the System 4 Cyclone blower once per calendar year. All data shalil
be kept on-site in & log for a period of two (2) years and made availabie to DEQ representatives upon
request.

A visible emission evaluation shali be performed on the exhaust outiet of System 4 Cycione onee pef
calender quarter. Opacily shall be determined as per IDAPA 16,01.01.825 (R ntrol

Poliution in Idaho). All data shail be kept on-site in a log for a periocd of two {2) years and made ava:iab%e
to DEQ representatives upon request.

ISSUED: June 27, 2000
EXPIRES: June 27, 2005

Zkms GIUUNENT2000052 PMT
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, incorporated pizi7i-i0l0 0180
O No. 027-00080
Nampa, idaho

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission
limits and monitoring and reporting requiremends specified in this permit.

SOURCE

System 6 {Cyclone #3)

EMISSIONS LIMITS

1.1

t Cycione Emissions | imits

Emissions of PM-1G from System 6 Cyclone shall not exceed any corresponding emission rate limit, listed
in Appendix A of this permit.

b ione Emission acity Limi
Visible emissions from System 6 Cyclone shali not exhibit greater than twenty percent (20%) opacity for a
period of perieds aggregatmg more than three (3) minutes in any sixty (60) minute period, as required by

IDAPA 16.01.01.625 (Rules for the Control of Air Poliution in ldaho).

OPERATING REQUIREMENTS

24

2.2

23

lon ration
System & Cycione shall be operating at ali imes when System 7 Cyclone is in operation.

Controf Requirement

System 6 Cycione shall have a body diameter of 10.5 feet, and be equipped with a fifty horsepower (50 HP)
blower and a sixlty inch (80 in.) fan, or be a cyclone guaranteed by the manufacturer to have a control
efficiency greater than or equal to 86.88%, as used in the technical analysis of this permit.

Static Pressure

The lotal static pressure across System 6 Cyclone biower shall not be less than ten (10) inches of water,
if System 8 Cyclone is repiaced, the total siatic pressure shall be maintained in accordance with the
manufacturer's specifications, .

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

3.2

The total static pressure across the System 6 Cyclone blower shall be monitored once per calender quarter.
if the total static pressure remains constant for four {4) consecutive calendar quarters, the Permittee shali
monitor the fotal static pressure across the System 6 Cyclone biower ance per calendar vear. All data shall
be kept on-site in a log for a period of two (2} years and made available to DEQ representatives upon
request.

A visible emission evaluation shall be performed on the exhaust ouzlet of System € Cyclone once per
calender quarter as per IDAPA 16.01.01,625 (Rules for th ion in idaha). All data shall
be Kept on-site in a log for a period of two () years and made avaziabe to DEQ representatives upon

request,

i IS8UED:  June 27, 2000
EXPIRES: June 27, 2005

KMy GIJUNETTI000Q52.PMT




AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, incorporated 0i12171-101010161{0
OP No. 027-00060
Nampa, idaho

The Permittee is hereby allowed o operate the equipment described herein subject to the emission
limits and monitoring and reporting requirements specified in this permit

SCURCE

Page 5 of 18

System 3 (Cyclone #4)

1.

1.1

1.2

2.1

2.2

2.3

EMISSIONS LIMITS

tem lon 55 imi

Emissions of PM-10 from System 3 Cyclone shall not exceed any corresponding emission rate fimit, listed
in Appendix A of this permit.

te £} isstons Opacity Limit
Visibie emissions from System 3 Cyclone shall not exhibit greater than twenty percent (20%;) opacily for a
period or pericds aggregating more than three (3) minutes in any sixty {60} minute period, as required by

IDAPA 16.01.01.825 (Rules for the Control of Air Poliution in ldahe}.

OPERATING REQUIREMENTS

ne ration

System 3 Cyclone shall be operating at ali fimes when any particulate emission unit served by System 3
Cyclone is in operation.

Control Requirement

System 3 Cyclone shall have a body diameter of 14 feet, and be equipped with a two hundred horsepower
{200 HP) blower and a hundred inch (100 in.) fan, or be a cyclone guaranteed by the manufacturer (o have
a controt efficiency greater than or equal to 97.84%, as used in the technical analysis of this permit,

[essu

The total static pressure across System 3 Cyclone blower shall not be less than fifteen (15) inches of water.
if System 3 Cyclone is replaced, the total siatic pressure shall be maintained in accordance with the
manufacturer's specifications,

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

3.2

The total static pressure across the Systemn 3 Cyclone blower shall be monitored once per calender gquarter,
if the total static pressure remains constant for four {4) consecutive calendar quarers, the Permittee shall
manitor the tofal static pressure across the System 3 Cyclone blower once per calendar year, All data shall
be kept on-site in & log for a period of two (2) years and made available to DEQ representatives upon
request,

A visible emission evaluation shall be performed on the exhaust outiet of System 3 Cyclone once per
calender quarter, Opacity shall be determined as per IDAPA 16.01.01.625 {(Rules for the Control of Air

Poliytion in Idaho). All data shall be kept on-site in a log for a period of two (2) years and made avaiizble
to DEQ represeniatives upon request.

ISSUED:  June 27, 2000
EXPIRES: June 27, 2008

2Ky GARINENT2000052 PMT
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AR POLLUTION OPERATING PERMIT
PERMITTEE, PRCJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, incorporated 012i71-10101(01610
OP No. 027-00060
Nampa, |[daho

The Permittee is hereby allowed to operate the equipment described herein subject to the emission
tirmits and monitoring and reporting requirements specified in this permit.

SOURCE

Sysiem 2 {Cycione #5)

EMISSIONS LIMITS

1.1

1.2

System 2 Cyclone Emissions Limits

Emissions of PM-10 fram System 2 Cyclone shall not exceed any corresponding emission rate limit, fisted
in Appendix A of this permit.

m lone ission gity Limit

Visible emissions from System 2 Cyclone shail not exhibit greater than twenty percent (20%) opacity for a
period or periods aggregating more than three (3) minutes in any sixty (60) minute period, as required by

IDAPA 16.01.01.625 (Rules for the Control of Alr Pollution in |daho).

OPERATING REQUIREMENTS

2.1

2.2

2.3

lon erati

Systemn 2 Cyclone shall be operating at all times when any particulate emission unit served by System 2
Cycione is in operation,

Gontrol Requirement

System 2 Cyclone shall have a body diameter of 10 feet, and be equipped with a sixty horsepower (60 MHF)
blower and a sixty Inch {60 in} fan, or be 2 cyclone guaranieed by the manufacturer to have a control
efficiency greater than or equal {0 98.00%, as used in the technical analysis of this permit,

Static Pressure
The total static pressure across System 2 Cyclone biower shall not be less than ten (10) inches of water.

If System 2 Cyclone is replaced, the folai static pressure shall be maintained in accordance with the
manufaciurer's specifications.

MONITORING AND RECORDKEEPING REQUIREMENTS

31

32

The tolal static pressure across the System 2 Cyclone biower shall be monitored once per calender quarter.,
i the total stalic pressure remains constant for four {4} consecutive calender guarters, the Permitiee shall
monitor the total static pressure across the System 2 Cyclone biower once per calendar year. All data shall
be kept on-site in 8 log for a period of two (2) years and made available to DEQ representatives upon
request.

A visible emission evaiuation shall be performed on the exhaust cullet of System 2 Cyclone once per
calender quarter, Opacity shali be determined as per IDAPA 16.01.01.825 {(Ruyles for the Control of Air
Boliutign in 1daho). All data shall be kept on-site in a log for a penod of two (2) years and made available
to DEQ representatives upon request.

ISSUED: Jjune 27, 2000
EXPIRES; June 27, 2005 -

i KA GAUNE 2000052, PMT
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, Incorporated 2711010101610
QP No. 027-00060
Nampa, idaho

The Permittee is hereby sllowed to operate the equipment described herein subject {o the emission
limits and monitoring and reporting requirements specified in this permit,

SOURCE

System ¢ (Cycione #7)

1.

1.1

1.2

2.1

2.2

3.1

3.2

EMISSIONS LIMITS

tem & lone Emissions Limits

Emissions of PM-10 from System 8 Cyclone shail not exceed any corresponding emission rate limit, listed
in Appendix A of this permit.

System 8 Cvelone Emissions Opacity Limits -

Visible emissions from System 9 Cyclone shall not exhibit greater than twenty percent (20%) opacity for a
period or periods aggregatmg more than three {3) minutes in any sixly (60) minute period, as required by

IDAPA 16.01.01.625 {Ryles for the Control of Air Poliution in Idaho).

ORFERATING REQUIREMENTS

ntrod iremen

System § Cyclone shali have a body diameter of six feet (6 feet), and shall be equipped with a forty
horsepower {40 HF) blower and a fifty inch (50 in)) fan, or be a cyclone guaranteed by the manufacturer to
have a condrol efficiency greater than or equal to 97.78%, as used in the technical analysis of this permit.

Static Pressure

The totai static pressure across System § Cyclone biower shali not be less than twelve (12) inches of water,
If System 9 Cycione is replaced, the tolal static pressure shall be maintained in accordance with the
manufacturer's specifications.

MONITORING AND RECORDKEEPING REQUIREMENTS

The total static pressure across the System ¢ Cyclone blower shall be monitored once per calendar year.
All data shail be kept on-site in 2 log for a period of two (2) years and made available to DEQ representatives
ypon rec;uest

A visible emission evaluation shall be performed on the exhaust oullet of System 9 Cyclone once per
calender quarter. Opacity shall be determined using as per IDAPA 16.01.01.825 (Rules for the Control of

Pollution in ldaho). All data shall be kept on-site in a iog for a period of two {2) years and made avaiiable
to DEQ representatives upon request.

ISSUED: June 27, 2000
EXPIRES: June 27, 2005

ZKins  GIUUNENT2000052. MY
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AIR POLLUTION CPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Wooedgrain Millwork, Incorporated pizi7i lalciclelo
0P No. 027-00060

Nampa, ldaho

The Permittee is hereby aliowed to operate the equipment described herein subject to the emission
fimits and monitoring and reporting requirements specified in this permit,

SOURCE

System 5 (Baghouse #1)

EMISSIONS LIMITS

1.1

1.2

System house Erissions {imi

Emissions of PM-10 from System 5 Baghouse shall not exceed any corresponding emission rate limit, listed
in Appendix A of this permit.

stem 3 ission city Limits

Visible emissions from System § Baghouse shall not exhibit greater than twenty percent (20%} opacity for
a petiod or periods aggregating more than three (3) minutes in any sixty (60) minute period, as required by
IDAPA 16.01.01.825 {Rules for the Control of Air Pollution in idaho). '

OPERATING REQUIREMENTS

2.1

2.2

2.3

Baghause Qperation

Systern 5 Baghouse shall be operating at alt times when any particuiate emission unit served by System §
Baghouse is in operation.

Pressyre Brop ACTOSS mb Se

The pressure drop across System 5 Baghouse shall be maintained in accordance with manufacturer's and
O&M Manual's specifications. Documentation of the manufacturer's and O&M Manual's specifications shail
remain on-site at all times and shali be made available to DEQ representatives upon request.

Instailation of Monitoring Equipment

Within n@nety (80) days of the issue date of this permit, the Permittee shail install, calibrate, maintain, and
operate, in accordance with manufacturer's specifications, equipment 1o continuously measure the pressure
differential across System 5 Baghouse.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

32

The pressiire cirop‘acgcss System 5 Baghouse shail be monitored and recorded on 2 monthly basis, All data
shall be kept on-site in a log for a period of two (2) years and made available to DEQ representatives upon
recquast.

A visible emission evaluation shall be performed on the exhaust outiet of System 5 Baghouse once per

- calender quarter. Opacity shall be determined using procedures contained in IDAPA 16.01.01.625 (Ryles

for the Control of Air Poliution in idaho). Al data shall be kept on-site in a log for a period of two (2) years
and made available 1o DEQ representatives upon request.

i —
ISSUED: June 27, 2000
EXPIRES: June 27, 2005

Zihs  GAJUNEVT2000052 PMT
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woadgrain Millwork, Incorporated giz 7i-i0igi0islo
OFP No. 027-00060
Nampa, Idaho

The Permittee is hereby allowed to operate the equipment described herein subject to the emission
limits and monioring and reporting requirements specified in this permit.

SQURCE

e e iy

System 8 {Baghouse #2)

EMISSIONS LIMITS

1.1

1.2

stern 8 Baghouse Cmissions |imi

Emissions of PM-10 from System 8 Baghouse shall not exceed any corresponding emission rate Imit, listed
in Appendix A of this permit.

Systern 8 Baghouse Emissions Opacity Limits

Visible ernissions from System 8 Baghouse shall not exhibit greater than twenty percent (20%) opacity for
a period or periods aggregating more than three {3) minutes in any sixty (60) minute period, as required by
IDARA 16.01.01.625 {Rules for the Control of Air Pollution in ldaho).

OPERATING REQUIREMENTS

2.1

2.2

23

31

3.2

Baaho ion

System 8 Baghouse shall be operating at all times when any particuiate emission unit served by System 8
Baghouse is in cperation.

Pragsyre Drop Act 8 Baghou

The pressure drop across System 8 Baghouse shaif be maintained in accordance with manufacturer's and
O&M Manual's specifications. Documentation of the manufacturer's and O&M Manual's speciiications shall
remain on-site at all times and shall be made available to DEQ representatives upon request.

[nstaliation of Monitoring Equipment

Within ninety (90} days of the issue date of this permit, the Permiltee shali install, calibrate, maintain, and
operate, in accordance with manufaciurer's specifications, equipment to continuously measure the pressure
differential across System 8 Baghouse,

MONITORING AND RECORDKEEPING REQUIREMENTS

The pressure d_rop’acs_'ass System 8 Baghouse shail be monitored and recorded on a monthly basis. Ali data
shali be kept on-site in a log for a period of two {2) years and made available to DEQ representatives upon
request.

A visible emission evaluation shall be performed on the exhaust outlet of System 8 Baghouse once per
calender guarter. Opacity shail be determined as per IDAPA 16.01.01.625 (Rules for the Control of Air
Pollution in ldaho), All data shall be kept on-site in a log for a period of two (2} years and made available
to DEQ representatives upon request.

ISSUED: June 27, 2000
EXPIRES: June 27, 2008

KIS GrWINEAT 1000052 PMT
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Millwork, incorporated : gizizi-loloinisio
OP No. 027-00060

Nampa, idaho

The Permittee is hereby aliowed to operate the equipment described herein subject 10 the emission
limits and monitoring and reporting requirements specified in this permit.

SOURCE

System 1

{Baghouse #3)

EMISSIONS LIMITS

1.1

1.2

System 1 Baghouse Emissions Limits

Emissions of PM-10 from System 1 Baghouse shall not exceed any comesponding ernission rate limit, listed
in Appendix A of this permit.

System 1 Baghouse Emissions Qpacily Limits

Visible emissions from System 1 Baghouse shall not exhibit greater than twenty percent (20%) opacity for
a period or perieds aggregating more than three {3) minutes in any sixty (60) minute period, as required by
IDAPA 18.01.01.625 (Rules for the Control of Air Pollution in idahq).

QOPERATING REQUIREMENTS

2.1

2.2

2.3

agh eratl

Systemn 1 Baghouse shall be operating at all imes when any pariiculate emission unit served by System 1
Baghouse is in operation.

Pressure [rop Across System 1 Baghouse

The pressure drop across System 1 Baghouse shall be maintained in accordance with manufacturer's and
Q&M Manual's specifications, Documentation of the manufacturer's and O&M Manual's specifications shall
remain on-site at all imes and shall be made avaitable to DEQ representatives upon request.

instatlation of Moniton i I

Within ninety (80) days of the issue date of this permit, the Permittee shall install, calibrate, maintain, and
operate, in accordance with manufacturer's specifications, equipment to contznuously measure the pressure
differential across System 1 Baghouse.

MONITORING AND RECORDKEEPING REQUIREMENTS

3.1

3.2

The pressure d{opvacr_‘oss System 1 Baghouse shalt he monitored and recorded on a monthly basis. All data
shali be kept on-site in & log for a pericd of two {2) years and made available to DEQ representatives upon
reguest,

A visible emission evaluation shall be performed on the exhaust outlet of System 1 Baghouse cnce per
calender quarter, Opacity shall be determined as per IDAPA 16.01.01.825 (Rules for the Cont
Pollution in Idaho). All data shall be kept on-site in a log for a period of two (2) years and made avaaiable
to DEQ representatives upon request,

ISSUED: June 27, 2000
EXPIRES: June 27, 2005
ZHms | GARINEVTRO00082 FHT
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECY, AND LOCATION PERMIT NUMBER

Woodgrain Millwork, Incorporated pizi7i-{oloiglisin
OF No. 027-00080
Narmpa, idaho

The Permitiee is hereby allowed lo operate the equipment described herein subject to the emission
imits and monitoring and reporting requirements specified in this permil.

SOURCE

System 10 (Baghouse #4)

EMISSIONS LIMITS

1.1

m 10 Emission imits

Emissions of PM-10 shall not exceed any corresponding emission rate fimit, isted in Appendix A of this
permit.
el h Qpacity Limi

Visible emissions from System 10 Baghouse shall not exhibit greater than twenty percent (20%) opacity for
a period or periods aggregating more than three (3} minutes in any sixty (60} minute period, as required by

IDAPA 18.01.01.625 (Rules for the Control of Air Poliytion in Idaho).

OPERATING REQUIREMENTS

2.1

22

2.3

g8 4S8 rati

Systemn 10 shail be operating at all times when any particulate emission uni served by system 10 baghouse
is in operation.

Pressure Drop Across the System 10 Baghouse

The pressure drop across System 10 baghoeuse shail be maintained in accordance with manufaciurer's
specification. Documentation of the manufacturer's specifications shall remain on-site at all times and shali
be made available {o DEQ represeniatives upon request,

instaliation of Monitorin ipmen
Within ninety (80) days of the issue date of this permit, the permittee shall install, calibrate, maintain, and

operate in accordance with manufacturer's specifications equipment to continuously measure the pressure
differential across System 10 Baghouse.

MONITORING and RECORDKEEPING REQUIREMENTS

31

32

The pressure drop across system 10 Baghouse shall be monitored on a monthiy basis. Ali data shail be kept
on-site in & log for & period of two (2) years and made available 1o DEQ representatives upon request.

A visible emission evaiuation shali be performed on the exhaust outlet of System 10 Baghouse once per

calendar quarter, Opacity shall be determined as per IDAPA 16.01.01.625 {Rul h nirol of Alr
Pollution in Idahol. All data shall be shall be kept on-site in a log for a period of two (2) years and made

available to DEQ representatives upon request.

[t i —
ISSUED: June 27, 2000
EXPIRES: June 27, 2005

ZHIE  GAUNEVTZ000052.PMT
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 AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER

Woodgrain Mihwork, Enbarporaied ' gl2i7l-ini0ioisln
OP No. §27-00060
Nampa, idaho

The Permitiee is hereby aliowed o operate the equipment described herein subject to the emission
imits and monidtoring and reporting requirements specified in this pemit.

SOURCE

Veneer Drymg

EMISSION LIMITS

1.1

1.2

Veneer ing Emissions Limi

Emissions of PM-10 shall not exceed any corresponding emission rate limit listed in Appendix A of this
permil,

Veneer Dryving BEmissi Opacity 1imits

Visible emissions from any veneer dryer shall not exhibit greater than twenty percent (20%) opacity for a
period or periods aggregating more than three {3} minutes in any sixty {60) minute period, as required by

IDAPA 16.01.01.825 (Rules for the Control of Air Pollution in Idaho).

OPERATING REQUIREMENTS

2.1

2.2

Veneer B Fael T

Veneer dryers shall be fired by natural gas exclusively.

Veneer Drving Process Rate

The maximum amount of veneer dried shall not exceed the capacity to produce any of the following:
2.2.1 30,000 doors per week

2.2.2 1,580,000 doors per vear

MONITORING Aé\![} RECORDKEEPING REQUIREMENTS

The number of finished door units produced which require veneer, shali be monitored and recorded on a weekly
basis. All data shail be kept on-site in a log for a period of two (2) years and made available o DEQ representatives
upon request,

i ISSUED:  June 27, 2000 1
EXPIRES: June 27, 2005

ZKins  GAUNEVTZ000052. PMT
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AIR POLLUTION OPERATING PERMIT

PERMITTEE, PROJECT, AND LOCATION PERMIT NUMBER
Woodgrain Miltwerk, Incorporated glzi7i. 01010810
OP No. 027-00060

Nampa, ldaho

The Permitiee is hereby allowed to operate the equipment described herein subject to the emission
timits and monitoring and reporting requirements specified in this permit.

SOURCE
Fugitives
1. OPERATING REQUIREMENTS
1.1 Fugitive emissions generated from truck loading bins, target boxes, traffic on paved or unpaved roads, or
any other sources of fugitive emissions, shall be controiled in accordance with IDAPA 18.01.01.680 (Rules
for the Condrol of Air Poliution in idaho). Some of the efficient and reasonable controls may include, but shall

not be imited to the following:

1.1.1  Use of water or environmentally safe chemicals;
1.1.2  Application of dust suppressants,

113  Use of conirol equipmentﬁ

1.1.4 Caovering of trucks;

1.1.5 Paving raaids; and

1.1.6 Prompt removal of earth or other stored material from streets, where practical.

*' ISSUED:  June 27, 2000
EXPIRES: June 27, 2005

ZHis  GAJUNEV2000062.PMT
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AIR POLLUTION OPERATING PERMIT
PERMITTEE, PROJECT, AND LOCATION

Woodgrain Millwork, Incormorated
QP No, 027-0006C
Nampa, idaho

PERMIT NUMBER

2{71-101010|86

0

The Permittee is hereby allowed to operate the equipment described herein subject to the emission
limits and monioring and repeorting requirements specified in this permit,

SCURCE
Appendix A
Appendix A
Woodgrain Millwork, Incorporated - Nampa
Hourly (ibihr} and Annual {T/yr) Point Source Emissions Limits®
Cyclone #1
Cyclone #2 1.130 4.940
Cyclone #3 1.530 6.710
Cyclone #4 4,550 18.830
Cyclone #5 1.740 7.640
Baghouse #4 0.030 0.120
Baghouse #3 0.013 0.0680
Cyclone #7 1.480 6.530
Veneer Drying (.480 2.100
Baghouse #1 0.020 0.080
Baghouse #2 0.030 0,13
TOTAL PM 12.543 54.960
a. As determined by a polittant-specific U,S. EPA reference method, Department-approved alternative,

or as determined by the Depariment's emission estimation methods used in the permit application

analysis.

ISSUED:

June 27, 2000
EXPIRES: June 27, 2005

s |

Zims GUUNETT 2000052, FMT




FACILITY PERMIT NC. 027-00080
’ Page 135_of 18§

TIER Il OPERATING PERMIT GENERAL PROVISIONS

All emissions authorized herein shall be consistent with the terms and conditions of this permit, The
emission of any pollutant in excess of the limitations specified herein, or noncompliance with any other -
condition or limitation contained in this permit, shall constitute a violation of this permit and the Rules
for the Control of Air Pollution In idaho, and the Environmental Protection and Health Act, ldaho Code
36-101 st. seq.

The Permitiee shall at ail times {except as provided in the Rules for the Control of Air Pollution in
idaho) maintain and operate in good working order all treatment or control facilities or systems installed
or used o achieve compliance with the terms and conditions of this permit and other applicable laws
for the control of air poliution,

The Permittee shall aliow the Director, andfor his authorized representative(s), upon the presentation
of credentials:

1 To enter upon the Permittee’s premises where an emission source is focated, or in which any
records are required o be kept under the terms and conditions of this permit; and

2} At reasonabie times o have access to and copy any records required o be kept under the terms
and conditions of this permit, to inspect any monitoring methods reguired in this permit, and to
require stack emission testing (i.e., performance tests) in conformance with state approved or
accepted EPA procedures when deemed appropriate by the Director.

Except for data determined to be confidential under Section 8-342A, Idaho Code, 3l reporis prepared
in accordance with the terms of this permit shall be availabte for public inspection at the appropriate
regional office of the Division of Environmentai Quality.

Nothing in this permitis intended 10 relieve or exempt the Permiftee from compliance with any applicable
federal, state, or local law or regulation, except as specifically provided herein.

In the event of any change in control or ownership of source(s) from which the authorized emissions
emanate, the Permittee shall notify the succeeding owner or controlier of the existence of this permit by
fetter, a copy of which shall be forwarded to the Director.

This permit shall be renewable on the expiration date, provided the Permittes submits any and all
information necessary for the Direclor to determine the amount and type of air poliutants emitted from
the equipment for which this permitis granted. Faiiure to submit such information within sixty (80} days
after receipt of the Director's request shall cause the permit to be voided.

The Director may require the Permittee to develop a list of Operation and Maintenance Procedures to
be approved by DEQ. Such list of procedures shall become a part of this permit by reference, and the
Permittee shall adhere {o all of the operation and maintenance procedures contained therein.

ISSUED: June 27, 2000
EXPIRES: June 27, 2005

iRy GIOUNENT7000062.PMT




FACILITY PERMIT NO. 827-00080
' Page _18 of 18

performance tests {i.e.; air emission source tests) conducted pursuant to testing requirerments in this
permit must be conducted in accordance with IDAPA 16.01.01.157. Such testing shall not be conducted
on weekends or state holidays unless the Permittee obtains prior DEQ approval.

The Permittee shall submit a proposed test date for each performance test required by this permit to
DEQ for approval at least fifteen (15} days prior to sach respective test date (including each test date
for periodic tests such as, for example, annual tests). The Permitiee shail promptly notify DEQ of any
change in the proposed test date and shall provide at least five (8) working days advanced notice prior
1o conducting any rescheduied test, unless DEQ approves a shorter notice period.

Within thirty (30) days of the date on which a performance test required by this permit is concluded, the
Permitiee shall submit fo DEQ a performance test report for the respective lest. The performance test
report shall include any and all process operating data required to be recorded during the test period as
well as the test results, raw lest daia, and associated documeniatiion.

The maximum allowable source operating rate shall be limited to 120% of the average operating rate
attained during the most recent performance test conducted pursuant to this permit, for which a test
protocot has been granted prior approval by DEQ, which demonstrated compliance with the respective
poliutant emission fimit unless; (1) a more restrictive operating limit is specified elsewhere in this permit
or; {2} at such an operating rate, emissions would exceed any emission limit(s) set forth in this permit.

The provisions of this permit are severabie; and if any provision of this permit to any circumstance is
heid invalid, the application of such provision to other circumstances, and the remainder of this permit
shall not be affected thereby.

ISSUED:  June 27, 2000 "
EXPIRES: June 27, 2005

s GAUUINEVTZ000052.PMTE
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